
Recommended electrical connection diagram of RG-TC-12 

discharge reactor. The structure of RG-TC-12 and RG-TC-25 
modules,terminals and connection diagrams are equivalent.
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Recommended electrical connection diagram of RG-TC-12 

discharge reactor. The structure of RG-TC-12 and RG-TC-25 
modules,terminals and connection diagrams are equivalent.

Recommended electrical connection diagram of 
RG-TC-50 and RG-TC-80 modules with harmonic 

the RG-TC-50 and RG-TC-80 modules, terminals 
and connection diagrams are equivalent.
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Recommended electrical connection diagram of RG-TC-50 

discharge reactor. The structure of the RG-TC-50 and 
RG-TC-80 modules,terminals and connection diagrams are 
equivalent.
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RG-TR-05-Diagram

Wiring Diagrams
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RG-TR-20-Diagram

Reactive Power 
Control Trigger 
Connection Terminal

Shunt Reactor
Nc High 
Temperature FuseExternal Power Terminal

3 Items, 
Monophase 7Kvar 

Shunt Reactor

Reactive Power Control 
Trigger Connection 
Terminal

N
h 

Ty
pe

 F
us

e

External Power 
Terminal

3 Items, 
Monophase 10Kvar 

Shunt Reactor

The shunt reactors and 
the neutral line of the 
inductive load driver must 
be connected

Shunt Reactor 
Nc High 
Temperature Fuse

The shunt reactors and 
the neutral line of the 
inductive load driver must 
be connected

N
h 

Ty
pe

 F
us

e

Accuracy :

Capacity Connection Terminals

Neutral Voltage  Inputs Current inputs Alarm Relay W
he

n 
 th

e 
pr

od
uc

t i
s 

ta
m

pe
re

d 
 w

ith
 b

y 
un

au
th

or
iz

ed
 p

er
so

ns
, t

he
 w

ar
ra

nt
y 

is
 v

oi
d

Generator

digit
digit

Relay 
Output



RG-TR-30-Diagram
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