3 kA Product Specifications

Cable inlet

When completely open, constituting
a 25mm2 cross-section, preventing
cables to slid through, special design
electric terminal slots.

Suitable for any
automat busbar input

— - i

- 1
Multiple
Fitting screw Multiple riveting | ' :
system (Suitable for any type of —. . .

screwdriver) | — Body suitable for rail assembly

Label and label glass 4': T —
Red and Green ON/OFF indicator —‘- —“r-\'h

= —— Body resistant to high temperature
=
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Cocking lever

‘_ Accessory
i

Embossed conductor Cross-section diagram

Breakable part for busbar connection

Continuous traceability (production
date, assembly operator etc.)

Technical
Specifications

Connection diagram

Product code

. Two-stage rail lock
International standards o

6 kA - 10 kA Product Specifications

When completely open, constituting a
25 mmz2 cross-section, preventing
cables to slid through, special design
electric terminal slots.

Cable input

MCB fits into any
type of copper busbar

Fitting screw Multiple riveting
system (Suitable for any type of

— Multiple

screwdriver)
-— Body suitable for rail assembly

|

Cocking lever i
—'l— Body resistant to high temperature

\—.—' Accessory
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Label and label glass j
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Q“M f ' ; —— Embossed conductor Cross-section diagram

Breakable part for busbar connection

Continuous traceability (production
date, assembly operator etc.)

Connection diagram
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Two-stage rail lock

International standards



